
 
 
 
 
 
 

CLIENT INFORMATION 
 
 

 
We would like to give you a few tips on care and mounting to take with you so that you will enjoy our 
products for a long time. 
 
 White sidewall tyres: 

 
1. If the tyres are new, take off the blue protective wax layer (if there is one) with soapsuds and a 

rough sponge. 
2. You can get rid of road dirt (brake dust, tar stains) with a scouring pad (steel wool pads impregnated 

with soap). 
3. Never use cleaning fluids containing chemicals or solvents (Brake cleaner, Petrol etc.) 
4. Do not stack white sidewall tyres on top of each other in such a way that the white sidewall is in 

contact with the black rubber. Brown discoloration may occur. 
 

Mounting the tubes: 
 

1. Check the inside of the tyre before mounting and remove any approval labels. 
2. Use plenty of Talcum powder between the tyre and tube. 
3. Make sure that the valve is positioned securely; use a sleeve if necessary. 

 
Balancing centre lock wire wheels  
 

1. Rudge-Whitworth wire wheels must be balanced using a special wire wheel adaptor.  
A bad result is achieved by mounting with a taper. 

2. Balance chrome wire wheels only with adhesive- or clip-on weights. 
 

Balancing large volume tyres (cross ply and radial ply): 
 

1. Because of the long diameter it is sometimes necessary to perfect the tyres by  ‘matching’ them with 
the rim. 

2. Cross ply tyres shape into their true form after driving a few kilometres; it may be necessary to 
balance them a second time. 
 

Balancing the steel rims on historical vehicles: 
 

1. With many steel disc wheels it is necessary to mount over the bolt circle because the centre hole is 
not centred. 
 

We hope that we have been able to give you a few useful tips. If you have further questions we are glad to be 
of help at any time. 
 
You can reach our customer services Monday to Friday from 8.00 until 12.00 and from 13.00 until 17.00.  
Telephone +49 (0) 8024-6794 or 5832  or e-mail service@oldtimer-reifen.com. 

 


